
 

Data sheet 
Paper Tape High Tack 

 

Product description 

Paper Tape High Tack application tape is standard weight saturated paper coated with a 
high tack rubber adhesive designed specifically as a premasking of small and mid-sized 
die cut or prespaced vinyl and printed graphics. 
 

Technical data 
 
Adhesive Rubber based 

Color White/Translucent 

Caliper, facestock 100-113 microns (4.0 – 4.5 mils) 

Capiper, facestock + adhesive 125 – 138 microns (5.0 – 5.5 mils) 

Adhesion to Stainless Steel 18 – 20 N/100 (16 – 18 oz.) 

Tensile 297 N/100 mm (17 lb./in) 

Elongation 3-4% 

Tear Resistance (grams) 50 

Shelf life stored at 22°C (72°F) / 50-55% 
RH 

1 year 

 

Features & Benefits 
 
• Removes easily following graphics application. 
• If adhesive touches adhesive, Conform pulls apart easily with no adhesive delamination. 
• Works well in either wet or dry applications with no adhesive transfer. 
• Available in factory-cut rolls with no damaged edges for trouble-free unwind. 
 

Applications 
 
• Premask for small and medium size vinyl graphics . 
• All-purpose application tape for wet and dry applications. 
• Excellent for transferring graphics to banners. 

 
 
 
 
 
 
 
 
Le informazioni pubblicate riguardanti I nostri prodotti sono basate su conoscenze ed esperienze pratiche. Gli acquirenti devono 
indipendentemente determinare, prima dell’’uso, l’idoneità del materiale per l’utilizzo che ne vogliono fare. L’acquirente deve assumersi 
tutti i rischi per qualsiasi uso, funzionamento e applicazione del materiale. Noi siamo responsabili del danno solo per il prezzo 
d’acquisto con esclusione di danni diretti o accidentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e non 
riguardano assicurazioni in senso giuridico. Le specifiche sono soggette a modifiche senza preavviso, salvo errori ed omissioni. 

 

 
 

 
 


