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TECHNICAL DATA SHEET

ESSENTIAL CHARACTERISTICS

Weight 350 gr/m2 (±10%)

Standard color White

Thickness
min.0,30 mm 
max.0,33 mm

Details of all components chemical 
class

Backing: 
non-woven fabric 90 gr/m2 
(56% cellulose-19% synthe-
tic fibers-22% Strich-1% 
additives- 3% water)
P.v.c.: 
260 gr/m2 (100% P.v.c. 
coating on one side)

Processing phases Coating, printing, embossing 

Reaction to fire
Euro class B-s2, d0
EN15102:2007+A1:2011

Roll Specifications

  Width: 106 cm
  Length: 50 linear meters
  “Internal” core diameter: 7,5 cm

Composition

  Total weight: 350 g/m2

General information

White semi-finished wallcovering vinyl with non-woven fabric backing.

Application

Printing base wall covering for plotter technology (Hp Latex, eco-solvent, 
solvent, UV systems).

Recommended type of adhesive

Metylan Henkel for non-woven fabric supports.

Le informazioni pubblicate riguardanti i nostri prodotti sono basate su co-
noscenze ed esperienze pratiche. Gli acquirenti devono indipendentemente 
determinare, prima dell’uso, l’idoneità del materiale per l’utilizzo che ne 
vogliono fare. L’acquirente deve assumersi tutti i rischi per qualsiasi uso, 
funzionamento e applicazione del materiale. Noi siamo responsabili del 

danno solo per il prezzo d’acquisto con esclusione di danni diretti o acci-
dentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e 
non riguardano assicurazioni in senso giuridico. Le specifiche sono sogget-
te a modifiche senza preavviso, salvo errori ed omissioni.


