
Le informazioni pubblicate riguardanti i nostri prodotti sono basate su co-
noscenze ed esperienze pratiche. Gli acquirenti devono indipendentemente 
determinare, prima dell’uso, l’idoneità del materiale per l’utilizzo che ne 
vogliono fare. L’acquirente deve assumersi tutti i rischi per qualsiasi uso, 
funzionamento e applicazione del materiale. Noi siamo responsabili del 

danno solo per il prezzo d’acquisto con esclusione di danni diretti o acci-
dentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e 
non riguardano assicurazioni in senso giuridico. Le specifiche sono sogget-
te a modifiche senza preavviso, salvo errori ed omissioni.

PRINT PERFORMANCE
SUPERCLEAR
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TECHNICAL DATA SHEET

An ultra-clear, printable, high-grade polymeric soft PVC film with semi 
permanent, highly transparent adhesive. Ideal for printing with eco-sol-
vent, solvent, latex and UV inks for brilliant, colour-intensive print motifs. 
Suitable for medium-term indoor and outdoor advertising on glass.

The estimated durability is based on accelerated ageing tests and refers to a 

vertical exposure under middle European climates. The durability of the product 

depends on the substrate’s preparation, the atmospheric conditions and the 

environmental influence. Exposure to extreme conditions (tropical climate, high 

humidity, high UV-light exposure or polluted areas) can decrease the durability in 

a dramatically way.

PRODUCT STRUCTURE

Support PVC-film, 80μm, transparent

Interliner Frosted PET film, 75μm

Adhesive
pure polyacrylic , perma-
nent, transparent

Total Thickness 0,1 mm

Adhesive weight 20 g/m²CHARACTERISTICS

Adhesion on steel (after 20 min.)
8 N / 25mm
AFERA 5001

Adhesion on steel (after 24 h)
9 N / 25mm
AFERA 5001

Dimensional Stability MD
max. 1 mm
FTM 14

Dimensional Stability CD
max. 0.5 mm
FTM 14

Application temperature min. +10 °C

End-Use Temperature range from -40 °C to +90 °C

Shelf life 1 Year

Durability 3 years

ENVIRONMENTAL PERFORMANCE

Chemical resistance

Conditions Appearance

24h at room temperature
and 4h in propanol

no change

24h at room temperature
and 48h in water

no change

Temperature resistance

Conditions Appearance

24h at room temperature
and then 24h at 80°C

no change

24h at room temperature
and then 24h at -40°C

no change

Humidity resistance

Conditions Appearance

24h at room temperature
and then 24h at 38°C and
98% humidity

no change

Available sizes

	� 137cm x 50m


